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DOLLY  K2 
 
 
Dolly with three remote controlled axis: moving truck, pan and tilt, with capacity 

to move any type of cameras up to 35 kg (77,16 lb) of weight. 

It is capable of "Motion Control", ie the exact repetition of programmed motions 

(in pan, tilt and track). The programming is very simple: the operator performs 

the wanted movements (up to a maximum of 200 seconds) and the machine 

records them, so they can be repeated as many times as we wish with total 

precision.  

Moreover, it has a remote diagnostic system (RDS) which allows our 

technicians remote diagnostics of the system using conventional telephone or 

GSM. 

 
 

 
Dolly with zero column 
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 TECHNICAL SPECIFICATIONS: 

·  Dimensions: 

o Track separation: 360 mm (14,17”) 

o Dolly length: 927 mm (36,5”) 

o Dolly width: 470 mm (+ 190 mm separation bar for output cables) 

(18,5” + 7,5”) 

o Height of the base for setting the camera from the ground:  

�  Zero Column: 519 mm (20,43”) 

�  Column 1: 800 mm (31,5”) 

�  Column 2: 1011 mm (39,8”) 

�  High Column: 1311 mm (51,61”) 

o   Weight with zero column: approx. 40Kg (88 lb) (without camera) 

 

·  Travelling: speed from 0 to 5 m / s (0 to 5,5 yd / second)   

·  Pan: Speed Max.: 300 º / s (360 ° without turns li mit, limited only by the 

wiring from camera itself) 

·  Tilt: 250 º / s, ± 50 º tour 

·  Braking on the ends of the tracks by double photosensors. 

·  Average length of cable between dolly and control unit: 50 m (54,68 yd) 

·  Control pan / tilt through PanBar: the dolly repeats the tripod head 

movements made by the operator. 

·  Control of the dolly movement by pedals. 

·  Parameters change using tactile console: allotments axis, speed limits, 

inversion of performance direction, acceleration and braking ramps, ratio 

between operator movement and axis movement, etc. 

·  Alarms and warnings to the operator by console touch. 

·  Power: Single phase 220 VAC - 5A max 
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·  TRACKS: Anodised aluminium, 360 mm (14,17”) wide wheelbase. 
Diameter of top tube: 35 mm (1,38”) 

All sections can be linked together in any combination.  

·  straight sections of 1950 mm long (76,77”) 

·  curved sections:  

o  centre lane diameter: 7345 mm (24,4 ft), angle: 40 º  

o centre lane diameter: 14,311 mm (46,95 ft), angle: 15 º  
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